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Technical Data

Print Technology

Build Volume [cm]

Product Dimensions [cm]
XY Positioning Precision [um]
Z Positioning Precision [um]
Layer Resolution [mm]
Filament Diameter [mm)]
Nozzle Diameter [mm]
Number of Nuzzles

Print File Type

Product Weight [Kg]
Materials

Power Requirements
Number of Engines

Storage Temperature

Construction

Accessory

Fused Deposition Modeling (FDIM)

22Lx15Wx15H
51L x46 W x49 H

20

5

0.1,0.2,03

1.75

0.4

2

STL,OBJ

14

ABS, PLA, PVA, Flexible
220V,50HZ, 150 W
7

0-40°C [32-104°F]
Steel Reinforcement
Toolbox,

ABS Fluid package,
2 Number of Filament,

Foundation disassembling.

Flexible in every way

DUAL EXTRUSION, 100-MICRON LAYER RESOLUTION, METAL FRAME

The nozzles can extract the disposability materials with the diagonal of 0.1 to 0.3.as a matter of

fact all the mentioned systems are controllable with a User-Firendy software.

The whole shaft is made of iron in order to improve the delicacy of the process.

Scholarly have found out after countless experiments that in order to improve the precision
(0.1 millimeter) and that the device will lay down the materials with much less diagonal so the
device must do this process without any mistakes which is hard to achive in the wooden and the

plastic versions.

Top printer uses 2 additional motors on the back side of the printer to help the stability of
materials generally to help the extrusion and make sure material feeding won't be stoped during

a printing process.
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